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ISO 9001

ISO 14001

RIP6100IP65RIP6100IP65

110÷240 VAC; <10 VA

RS232, RS485

9600 (bit/s)

85%

-20 °C +60 °C

-10 °C +50 °C

16
0

19
9

12

495

745

5012

POSTERIORE 2x Ø8.5

Valvola areata anticondensa

RIP6100IP65SHIELD

DESCRIPTIONDESCRIPTION DIEMENSIONSDIEMENSIONS

REMOTE DISPLAYREMOTE DISPLAY

TECHNICAL FEATURESTECHNICAL FEATURES

Power supply and consumption

Serial ports

Baud rate

Humidity (condensate free)

Storage temperature

Working temperature

 Remote display with big digits display for external use, suitable
for wall mounting.

 6-digit semi-alphanumeric red LED display (95 mm height).

 4 signalling LED.

 Red/green traffic light function.

 Anodized aluminum profile box.

 IP65 protection rating.

 Serial ports for transmission protocol.

 Configuration from PC via RS232 serial port.

 15 settable addresses.

 Brightness control.

 Anti-condensation ventilated valve to regulate humidity and pressure.

 Connectors, power cable (length: 1.3 m) and brackets for wall
mounting included.

OPTIONS ON REQUESTOPTIONS ON REQUEST

DESCRIPTION CODE

Sun and rain protection.

BACK BACK SIDE

Anti-condensationAnti-condensation
ventilated valveventilated valve

FRONT



 
  

   
  

ISO 9001

ISO 14001

PRODUCTS OVERVIEWPRODUCTS OVERVIEW
Remote displaysRemote displays

T h e  C o m p a n y  r e s e r v e s  t h e  r i g h t  t o  m a ke  c h a n g e s  t o  t h e  t e c h n i ca l  d a t a ,  d ra w i n g s  a n d  i m a g e s  w i t h o u t  n o t i c e.

RIP6100IP65 RIP6100 HDRIP675Y

110÷240 VAC; <10 VA 12 VDC; 1.5 A 230 VAC; 25 VA

RS232/RS485 RS232/RS485 RS232

745x160x50 mm 704x177x30 mm 540x178x54 mm

9600 (bit/s) 9600 (bit/s) 9600 (bit/s)

85% 80% 85%

-20 °C +60 °C -10 °C +60 °C -10 °C +50 °C

-10 °C +50 °C -10 °C +50 °C 0 °C +40 °C

IP65 IP30 IP40

RIPLED5100 RIP550SHA RIPDOSMANHA

12÷24 VDC; 20 W 12÷24 VDC; 10 W 12÷24 VDC; 30 W

RS232/RS422 RS232/RS422 RS232/RS422

468x390x130 mm 310x230x130 mm 468x390x130 mm

1200, 2400, 4800, 9600, 19200,
38400, 57600 (bit/s)

1200, 2400, 4800, 9600, 19200,
38400, 57600 (bit/s)

1200, 2400, 4800, 9600, 19200,
38400, 57600 (bit/s)

85% 85% 85%

-20 °C ÷ +50 °C -20 °C +50 °C -20 °C ÷ +50 °C

-10 °C ÷ +40 °C -10 °C +40 °C -10 °C ÷ +40 °C

IP56 IP56 IP56

CODE

Power supply and consumption

Serial ports

Dimensions

Baud rate

Humidity (condensate free)

Storage temperature

Working temperature

Protection rating

CODE

Power supply and consumption

Serial ports

Dimensions

Baud rate

Humidity (condensate free)

Storage temperature

Working temperature

Protection rating
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Алматы (7273)495-231 
Архангельск (8182)63-90-72 
Астрахань (8512)99-46-04 
Барнаул (3852)73-04-60 
Белгород (4722)40-23-64 
Брянск (4832)59-03-52 
Владивосток (423)249-28-31 
Волгоград (844)278-03-48 
Вологда (8172)26-41-59 
Воронеж (473)204-51-73 
Екатеринбург (343)384-55-89 
Иваново (4932)77-34-06 
Ижевск (3412)26-03-58 
Иркутск (395)279-98-46 

Казань (843)206-01-48 
Калининград (4012)72-03-81 
Калуга (4842)92-23-67 
Кемерово (3842)65-04-62 
Киров (8332)68-02-04 
Краснодар (861)203-40-90 
Красноярск (391)204-63-61 
Курск (4712)77-13-04 
Липецк (4742)52-20-81 
Магнитогорск (3519)55-03-13 
Москва (495)268-04-70 
Мурманск (8152)59-64-93 
Набережные Челны (8552)20-53-41 
Нижний Новгород (831)429-08-12 

Новокузнецк (3843)20-46-81 
Новосибирск (383)227-86-73 
Омск (3812)21-46-40 
Орел (4862)44-53-42 
Оренбург (3532)37-68-04 
Пенза (8412)22-31-16 
Пермь (342)205-81-47 
Ростов-на-Дону (863)308-18-15 
Рязань (4912)46-61-64 
Самара (846)206-03-16 
Санкт-Петербург (812)309-46-40 
Саратов (845)249-38-78 
Севастополь (8692)22-31-93 
Симферополь (3652)67-13-56 

Смоленск (4812)29-41-54 
Сочи (862)225-72-31 
Ставрополь (8652)20-65-13 
Сургут (3462)77-98-35 
Тверь (4822)63-31-35 
Томск (3822)98-41-53 
Тула (4872)74-02-29 
Тюмень (3452)66-21-18 
Ульяновск (8422)24-23-59 
Уфа (347)229-48-12 
Хабаровск (4212)92-98-04 
Челябинск (351)202-03-61 
Череповец (8202)49-02-64 
Ярославль (4852)69-52-93 
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