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ISO 9001

ISO 14001

P-INOXN / P-INOXN-S5P-INOXN / P-INOXN-S5

4x

kg C3

1500 1250 x 1250 117 P1250INOXNS5

1500 1500 x 1500 156 P1500INOXNS5

3000 1250 x 1250 117 P1250INOXN

3000 1500 x 1500 156 P1500INOXN

OIML R60 C3

CODECAPACITY WEIGHT (kg)

ON REQUESTON REQUEST

ACCURACY CLASS
DIMENSION (mm)

STAINLESS STEEL PLATFORM - 4 LOAD CELLS IP68STAINLESS STEEL PLATFORM - 4 LOAD CELLS IP68

Capacity up to 3000 kg

 AISI 304 stainless steel platform.

 P-INOXN: 4 load cells FT-P 1000 kg
P-INOXN-S5: 4 load cells FT-P 500 kg
17-4 PH stainless steel - IP68 (on request: IP69K).

 IP67 stainless steel junction box with equalization board and
6-wire output cable (length: 5 m).

 Inspectable compartments for load cells and junction box.

 AISI 304 stainless steel adjustable feet,
self-centering on sphere.

 Two M12 holes for lifting eyebolts.

CERTIFICATIONSCERTIFICATIONS

CERTIFICATIONS ON REQUEST

Declaration of conformity + IP69K marking protection rating
Water protection in case of high-pressure or steam jet cleaning (test: pressurized water is sprayed from a distance of max 150 mm)
Water pressure: 100 bar; temperature: 80 °C; test duration: 250 seconds (reference standard: DIN 40050-9)

ATEX II 2GD (zone 1-2-21-22)

IECEx (zone 1-2-21-22)



 
  

   
  

ISO 9001

ISO 14001

P-INOXN / P-INOXN-S5P-INOXN / P-INOXN-S5

1250x1250 mm TELP1250INOX

1500x1500 mm TELP1500INOX

P1250INOXRAMP

COLONNAM
+ STAFFAIN

PPV

kgkg

A

F
B

C

N

O

L

M

FRAME

E

D

PLATFORM

G

Code
Load cells
capacities A B C D

P1250INOXN 1000 kg 1250 x 1250 1112 1210 60

P1500INOXN 1000 kg 1500 x 1500 1362 1460 60

Code
Gross
weight

TELP1250INOX 30 kg

TELP1500INOX 36 kg

Code
Load cells
capacities

P1250INOXNS5 500 kg

P1500INOXNS5 500 kg

90
÷

105

PLATFORM

FRAME

E

4

4

F

60

60

G

L

1366 x 1366

1616 x 1616

M

1272 x 1272

1522 x 1522

N

110

110

O

200

200

STAINLESS STEEL PLATFORM - 4 LOAD CELLS IP68STAINLESS STEEL PLATFORM - 4 LOAD CELLS IP68

DIMENSIONS (mm)DIMENSIONS (mm)

T h e  C o m p a n y  r e s e r v e s  t h e  r i g h t  t o  m a ke  c h a n g e s  t o  t h e  t e c h n i ca l  d a t a ,  d ra w i n g s  a n d  i m a g e s  w i t h o u t  n o t i c e.

ELECTRICAL CONNECTIONSELECTRICAL CONNECTIONS

SHIELD

+ SIGNAL GREEN

+ EXCITATION
+ REF./SENSE

RED
BLUE

- SIGNAL WHITE

- EXCITATION
- REF./SENSE

BLACK
YELLOW

where provided

OPTIONS ON REQUESTOPTIONS ON REQUEST

DESCRIPTION

AISI 304 stainless steel pit frame with centering plates.
For platforms:

Stainless steel access ramp.
Dimensions: 1250x1060x110 mm

Stainless steel indicator-holder column (Ø38 mm, height 700 mm).
Stainless steel bracket for floor mounting.

AISI 304 stainless steel constraint against lateral displacement
and overturning (1 piece).

Non-standard capabilities.

CODE
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Волгоград (844)278-03-48 
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Екатеринбург (343)384-55-89 
Иваново (4932)77-34-06 
Ижевск (3412)26-03-58 
Иркутск (395)279-98-46 

Казань (843)206-01-48 
Калининград (4012)72-03-81 
Калуга (4842)92-23-67 
Кемерово (3842)65-04-62 
Киров (8332)68-02-04 
Краснодар (861)203-40-90 
Красноярск (391)204-63-61 
Курск (4712)77-13-04 
Липецк (4742)52-20-81 
Магнитогорск (3519)55-03-13 
Москва (495)268-04-70 
Мурманск (8152)59-64-93 
Набережные Челны (8552)20-53-41 
Нижний Новгород (831)429-08-12 

Новокузнецк (3843)20-46-81 
Новосибирск (383)227-86-73 
Омск (3812)21-46-40 
Орел (4862)44-53-42 
Оренбург (3532)37-68-04 
Пенза (8412)22-31-16 
Пермь (342)205-81-47 
Ростов-на-Дону (863)308-18-15 
Рязань (4912)46-61-64 
Самара (846)206-03-16 
Санкт-Петербург (812)309-46-40 
Саратов (845)249-38-78 
Севастополь (8692)22-31-93 
Симферополь (3652)67-13-56 

Смоленск (4812)29-41-54 
Сочи (862)225-72-31 
Ставрополь (8652)20-65-13 
Сургут (3462)77-98-35 
Тверь (4822)63-31-35 
Томск (3822)98-41-53 
Тула (4872)74-02-29 
Тюмень (3452)66-21-18 
Ульяновск (8422)24-23-59 
Уфа (347)229-48-12 
Хабаровск (4212)92-98-04 
Челябинск (351)202-03-61 
Череповец (8202)49-02-64 
Ярославль (4852)69-52-93 
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